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EATURES PPLICATIONS

300mm/s printing speed
USB& Lan interface & 3 USB Hub 2.0

Support up to three USB devices connection

(Maximum operating power 5V, 500mA for each - Shopping Mart Airport

connection), such as Desktop scanner, USB
scanner, MSR magnetic card strip reader with
USB, keyboard, Bluetooth USB dongle etc.
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Set up printer by web page directly. Hospital Coffee Shop Bank

Printer status monitoring
Input buffer 2048K bytes
Support QR code printing

OPOS

SupportOPOSdver  AND01D i0s 11 : Support Linux& Windows operating system : Restaurant Ticketing Parking

www.poskeytech.com



XP-T260L

Thermal Receipt Printer
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COMPACT HIGH SPEED AUTO CUTTER VARIOUS PAPER WIDTH

QRCODE EASYLOAD DESIGN INTERFACE

MODEL XP-T260L

Printing method Direct thermal

Printing speed 300mm/s

Paper width 79.5£0.5mm

Printable area 72mm(adjustable by commands)
Maximum paper diameter ®80mm

Paper thickness 0.06-0.08mm

Column capacity 576 dots/line 512 dots/line

Line space 3.75mm(Changeable by commands)
Commands Compatible with ESC/POS
Interface type USB + USB HUB+ Lan

Character size ANK, FontA:12x24 dots
FontB: 9x17 dots
simplified/traditional Chinese: 24x24 dots

Dimension 188%145%x148mm ( DxWxH)
Gross weight 1.65kg
Bar code UPC-A/UPC-E/JA(EAN13)/JANS(EAN8)/CODE39/ITF/CODABAR/CODE93/CODE128
2-dimension code QR CODE /PDF417

PC347(Standard Europe), Katakana, PC850(Multilingual), PC860(Portuguese),
Code page PC863(Canadian-French), PC865(Nordic), WestEuropeGreek, Hebrew,

East Europe, Iran, WPC1252, PC866(Cyrillic#2), PC852(Latin2), Pc858,
Iranll, Latvian, Arabic, PT151(1251)

Cutter Partial

Cutter life 1.5 million cuts

Print head life 100KM

Input buffer 2048 Kbytes

NV Flash 256Kbytes

Power adaptor AC110V/220V, 50~60Hz

Power source DC 24V/2.5A

Input voltage DC 24V/2.5A

Cash drawer output DC 24V/1A

Work environment Temperature: 0~45°C, humidity: 10~80RH%

Storage environment Temperature:-10~60°C, humidity: 10~90RH%
Operating system Win XP/Win Vista/Win 7/Win 8/Win 8.1/ Win10 /Linux
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